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Installations

WOFL-TV WKRC-TV

 Double-Head Rack with two S1.4 fixtures;
weight approximately 37 lbs [1608 kg]
A

Part No. 
Standard 
009-55W30K82 
009-55W30K96 
009-55W35K82 
009-55W41K82 
009-55W50K98 
Studioline
009-55W32KSP
009-55W56KSP
High Rendering
009-55W32KHR
009-55W56KHR

Description
55W Lamp, 3000K. 82 CRI, 10,000 hrs 
55W Lamp, 3000K, 96 CRI, 10,000 hrs 
55W Lamp, 3500K, 82 CRI, 10,000 hrs 
55W Lamp, 4100K, 82 CRI, 10.000 hrs 
55W Lamp, 5000K, 98 CRI. 10,000 hrs 

55W Lamp, 3200K, 85 CRI, 8,000 hrs 
55W Lamp, 5600K, 85 CRI, 8,000 hrs 

55W Lamp, 3200K, 95 CRI, 2,000 hrs            
55W Lamp, 5600K, 95 CRI, 2,000 hrs 

Lamps

Double-Head Racks

brightline Double-Head Racks allow for multiple 
fixtures to be mounted at the same location. The 
Rack is available in horizontal or vertical 
orientations; the Rack will hold two fixtures with 
intensifiers. A vertical Rack (shown) allows the two 
fixtures to pan individually or tilt as a unit, via the 
yoke.

The frame, which can be stand or grid-mounted, is 
made of 10-gauge extruded aluminum tubing. The 
fixtures attach to brackets of 14-gauge steel. A 
C-clamp with a safety cable is provided with the 
unit, or a TVMP adapter for the stand mounting is 
optionally available.



Construction  
14-gauge formed aluminum sheet metal construction. 24-gauge formed aluminum reflector. Low-gloss 
bronze or white finish standard; black or custom colors available. The ballasts can be serviced without 
removing the lamps or reflector. 

Electrical 
Fixture has a removable 12' [3.7 m] power cord with a NEMA 5-15P plug standard; other lengths and plug 
types available. The fixture is protected with an externally removable fuse, with an onboard spare. The lamps 
use 2G11 4-pin sockets. Ballasts are available for 100V, 120V or 230V 50-60 Hz operation. On four-Iamp 
fixtures, a three-position switch allows for two- or four-Iamp operation. Ballasts are high-frequency electronic 
with a power factor => .97; Class A sound rating and a THD < 20%. 

Mounting  
Fixture has a 10-gauge horizontal extruded aluminum yoke with palm handles as standard. Each fixture is 
supplied with a 2" OD C-clamp with an integral safety cable. A TVMP adapter for stand mounting is 
available. The fixture can be ordered with a vertical yoke; a vertical yoke retro-fit kit is also available. 

Dimensions  
The fixture face has dimensions of 24.3 in [62 cm] wide by 7.8 in [20 cm] high. The fixtures are 9.1 in [23 cm] 
deep, exclusive of the connectors. With a horizontal yoke in place, the overall width of the fixture increases to 
27.5 in [70 cm], which includes the palm handles. 

Weight  
The weight of a S1.4 fixture ranges from 14 Ibs [6.4 kg] with a non-dim ballast to 11 lbs [5 kg] for a fixture 
with dimming ballasts, exclusive of accessories. A S1.2 fixture ranges from 10 Ibs [4.5 kg] with a non-dim 
ballast to 9 Ibs [4.1 kg] with dimming ballasts. 

Dimming Ballasts 
Dimmed fixtures may be controlled by a low-voltage (0 to +1OVDC) analog source; by a line-voltage dimmer; 
by DALI digital; or by DMX-512. A converter is available to change DMX-512 to DALI to drive the digital 
fixtures. 

Accessories  
The use of an Intensifier will approximately double the light level. Control Screens can fit on the fixture face 
or the Intensifier; they are available in Broad, Medium or Narrow Field widths. Color Frames and Frame 
Extenders are available. A Snoot is offered for maximum fixture beam control. Each fixture is supplied with a 
C-clamp with safety cable; a 12' 5-15P power cord; and a horizontal yoke.

Performance  
Measured at 9' [2.74 m]. Beam spread is to 50% of peak. 

With Intensifier & Int. Narrow Screen  
Beam Spread: w x h 

With Intensifier & Int. Broad Screen 
Beam Spread: w x h 

UL, cUL, CE and C-TICK Listed. 

Two-Lamp
57 fc

50” x 62”

61 fc
80” x 94”

Four-Lamp
81 fc

50” x 42”
87 fc

82” x 74”


